
深圳市讯泉科技有限公司
SHENZHEN OSCOM TECHNOLOGY CO., LTD.

2020

Address: 5F, Building 2, Invengo Industrial Park, TongGuan Road, GongMing Street, GuangMing New District ShenZhen, China
Website： www.szoscom.com
Phone:+86-755-83118073 Fax: +86-755-83272391 E-mail: sales@szoscom.com

Optical Fiber Laser Optical Cable(QBH)
☆ Feature
 Low Transmission Loss
 High Load Power
 High Reflection Bear Ability
 Water Cooling And Safety Interlock Function

☆ Application
 Fiber Laser Output
 Laser Processing Equipment Mating
 Semiconductor Optical Fiber Coupled Laser Directly

☆ Specifications
Optical Parameter Unit Min Value Typical

Value
Max Value Remark

Operating Wavelength nm 900 - 1100
Optical Fiber Core Diameter um 10 - 800
Optical Fiber Numerical Aperture - 0.06 - 0.39
Transmission Power Loss % - 2 Transmittance

≥98%
Point Angle mrad - 2
Prorsad Cladding Power W - 100
Peeling Model Removal Efficiency dB 10
Average Power KW - 5 -

Peak Power
@915,975,1064nm

@10ms Plus KW - 8

@1ms Plus KW - 40
@50ns Plus KW - 8

Reflection Power
@915,975,1064nm

@10s KW - 1.5
@50s KW - 1
@Long-Term KW - 0.6

Specification
Machine parameters

Mechanical Interface Water cooling compatible with standard industrial
processing equipment interface

Cable Diameter 13mm

Cable Length Customized
Fiber Length Customized
Cable Length (yellow) ≥1m（Start with the hex bolts）

Water Cooling Water Quality Pure Distilled Water
Water Cooling Water Pressing ≤0.3Mpa

Water Cooling Water Temperature ≥5℃

Water Cooling Water PH Value 5.6 7.9

Water Cooling Pipe Diameter Inner Diameter/Outer Diameter=4mm/6mm
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☆ Package Dimensions

☆Ordering Information

Device ID Explain Option

XX
Device Type XQ-QBH

X Power Grade
L= ≤1000W M=1000~2000W H=≥2000W S=Specified

XXX Operating Wavelength
915=915nm 975=975nm 1080=1080nm

X
Fiber Type D420=20/400-DCF D425=25/400-DCF

D630=30/600-DCF B220=200/240-0.22NA
B310=100/360-0.22NA B320=200/360-0.22NA

D430=30/400-DCF
B305=50/360-0.22NA
B330=300/360-0.22NA

XX Cable Length
10=10M

XX Fiber Length
12=12m

X Splice Type S=Single Head D=Double Head

Example：XQ-QBH-L-915-D420-10-12-S
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